
21 52 005 Bleeding hydraulic clutch system (9 FRUs)

+ 21 52 506

Preparatory work

Removing right engine spoiler

Disconnect battery from vehicle

Removing right cover for spring strut

Releasing brake-fluid reservoir, rear

Disconnecting and disengaging servomotor for exhaust flow 
control valve and plug for oxygen sensor

Disengaging bracket for exhaust manifold

Releasing starter

Removing clutch slave cylinder

Core activity

(-) Draining clutch system

Remove screws (1).

Remove reservoir cap (2).

Remove flexible gaiter (3).

ATTENTION

Mixing of oil, brake fluid and clutch fluid

Damage to seals

Use separate syringes and hoses.

Draw off hydraulic fluid (4) with syringe (No. 34 2 551).

Clean the reservoir, diaphragm (3) and reservoir cap (2).

Connect hose (No. 34 2 552) to bleed screw (1).

NOTICE

Missing bleed screws have to be ordered in the electronic parts 
catalogue and retrofitted.

Slacken bleed screw (1).

Draw off hydraulic fluid with syringe (No. 34 2 551).

Tighten breather screw (1).

Remove hose (No. 34 2 552) with syringe (No. 34 2 551).

(-) Filling clutch system

Fill the clutch-fluid reservoir with hydraulic fluid.

Technical data

Clutch-fluid level (repairs) Mark in reservoir
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with new 
clutch 
liner, 
reservoir 
horizontal

Hydraulic fluid (Hyspin V10)

Slowly press piston (1) all the way back, taking care that hydraulic 
fluid does not splash out of clutch-fluid reservoir (2); cover as 
necessary.

Wait until piston (1) returns to its initial position.

Repeat the bleeding process until air bubbles cease to rise in the 
clutch-fluid reservoir.

Motorcycle upright, handlebars turned all the way to the right.

Repeatedly short-pull clutch lever (1) to expel air from the clutch 
system.

No more air bubbles escape.

There is a clearly perceptible pressure point.

Follow-up work

Secure the clutch slave cylinder

Filling clutch-fluid reservoir and installing reservoir cap

Securing starter motor

Securing bracket for exhaust manifold

Connecting and securing servomotor for exhaust flow control 
valve and plug for oxygen sensor

Connect battery with vehicle

Securing rear brake-fluid reservoir

Installing right cover for spring strut

Installing right engine spoiler

Checking, if necessary correcting date

Final check of work performed
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