
77 51 001 Installing LED auxiliary headlights (10 FRUs)

+ 77 51 502

Equipment trim-level variant:

LED auxiliary headlights

NOTICE

The LED auxiliary headlights have an overheat cutout. The headlights 
automatically reduce their brightness if a certain temperature is 
reached; under extreme circumstances the headlights can even 
switch themselves off. The headlights return to full brightness once 
they have cooled down sufficiently.

Preparatory work

Removing front seat

Removing left side panel

Removing left knee cover

Core activity

(-) Installing switch for LED auxiliary headlights

Removing clamping block of handlebar fitting for clutch 
actuation

Remove screws (1).

Remove clamping block (2) from handlebar fitting (3).

Installing new clamping block for handlebar fitting for clutch

Hold clamping block (1) in position at handlebar fitting (2).

Loosely install screws (3).

Position handlebar fitting (2) at the punch mark (arrow).

Tighten screws (3).

Tightening torques

Handlebar fitting to handlebar

M6 x 30 Tightening 
sequence: tighten 
top until fully 
closed

8 Nm

OA
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Hold switch for LED auxiliary headlights (1) in position at clamping 
block (2).

Install screw (3).

Tightening torques

Additional switch to clamping block

M5 x 12 2 Nm

(-) Routing connecting cable of additional switch

Route connecting line (1) down along the lines of clutch lever fitting 
(2).

Remove the cable tie (arrow) and at the same position re-secure 
connecting line (1) with the lines of clutch lever fitting (2) with a 
cable tie (arrow).

Route connecting line to the outside (1) along radiator cowl (2).

Connect plug (3) to radiator cowl (2).

Connect holder (4) to radiator cowl (2).

(-) Exposing plug for connecting LED auxiliary headlights

Remove plug (1) for the LED auxiliary headlights with blanking cap 
(2) from radiator cowl (3) and remove blanking cap (2).
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(-) Installing bracket for left LED auxiliary headlight

Hold bracket (1) in position on frame (2) from the rear and install 
screw (3).

Tightening torques

Bracket for auxiliary headlight to frame

M8 x 30 12 Nm

The stop (arrow) of holder (1) must be fully seated at frame (2).

(-) Installing left LED auxiliary headlight

Hold LED auxiliary headlight (1) in position at bracket (2).

Install screw (3) and tighten nut (4) until hand-tight.
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(-) Installing bracket for right LED auxiliary headlight

Hold bracket (1) in position on frame (2) from the rear and install 
screw (3); if necessary push knee cover (arrow) up slightly if 
necessary.

Tightening torques

Bracket for auxiliary headlight to frame

M8 x 30 12 Nm

The stop (arrow) of holder (1) must be fully seated at frame (2).

(-) Installing right LED auxiliary headlight

Hold LED auxiliary headlight (1) in position at bracket (2).

Install screw (3) and tighten nut (4) until hand-tight.
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(-) Routing connecting line for LED auxiliary headlight

Route connecting line (1) for the LED auxiliary headlight down 
behind wiring harness (2) at both sides along frame tube (3).

At line branch (4), work both plugs with Y-line out at radiator cowl (5)
parallel with connecting line (6) of the additional switch.

Secure connecting line (1) for the LED auxiliary headlights with 
cable ties (arrows).

(-) Connecting switch for LED auxiliary headlight and LED 
auxiliary headlight

Attach plug (1) for the connecting line for the LED auxiliary 
headlights to radiator cowl (2) and connect it to plug (3) for the LED 
auxiliary headlights.

Connect plug (4) for the switch for the LED auxiliary headlights to 
plug (5) (line branch).

Install connecting line for LED auxiliary headlights and connecting 
line for switch of the LED auxiliary headlights in the holder (arrow).

(-) Connecting left LED auxiliary headlight

Connect plug (1) to LED auxiliary headlight (2) and secure 
connecting line (3) with cable ties (arrows) to bracket (4).

BMW-Motorrad - 0A03 - R 1200 RT, K52

092017 BMW Motorrad, UX-VA-4 5/6



(-) Connecting right LED auxiliary headlight

Connect plug (1) to LED auxiliary headlight (2) and secure 
connecting line (3) with cable ties (arrows) to bracket (4).

Follow-up work

Installing left knee cover

Installing left side panel

Installing front seat

Removing right engine spoiler

Connecting BMW Motorrad diagnostic system to vehicle

Performing software update with the BMW Motorrad diagnosis 
system

Disconnecting BMW Motorrad diagnostic system from vehicle

Installing right engine spoiler

Checking alignment of LED auxiliary headlights

Final check of work performed
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