
00 00 122 BMW Service (see Maintenance Schedule) (initially at 10,000 km, then every 
20,000 km)

(+) Reading fault memory with BMW Motorrad diagnostic 
system

(+) Performing bleed test with BMW Motorrad diagnostic 
system

(-) Engine-oil change, with filter

Oil change, engine, with filter (Description in item: 11 00 209)

NOTICE

Change oil, warmed to normal operating temperature.

Draining engine oil

CAUTION

Hot exhaust system

Risk of burn injury

Do not touch a hot exhaust system.

Place a suitable tray underneath the engine.

Remove oil drain plug (2) and drain the oil.

Dispose of used oil in an environmentally friendly manner.

Remove old sealing ring (1) from the drain plug.

Changing oil filter

Remove oil filter (1) with wrench (No. 11 4 661) and dispose of the 
used filter in an environmentally friendly manner.

Lubricate the sealing ring for new oil filter (1) with engine oil.

Install oil filter (1), using wrench (No. 11 4 661).

Tightening torques

Oil filter to crankcase

Sealing ring wetted with engine 
oil

11 Nm

Pouring engine oil into engine

Install a new sealing ring (1).

Install oil drain plug (2).

Tightening torques

Oil drain plug to crankcase

M16 x 1.5 32 Nm
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Remove oil filler plug (3) using the tool from the toolkit.

Pour engine oil into the engine until the level reaches the (Max)
mark.

Technical data

Engine oil, capacity with filter 
change

max 4.0 l

Fluids and lubricants

Viscosity class

Install oil filler plug (3) using the tool from the toolkit.

Checking engine oil level

ATTENTION

Misinterpretation of oil level reading, because oil level is 
temperature-dependent (the higher the temperature, the higher 
the oil level)

Engine damage

Check the oil level only after a lengthy ride or when the engine is at 
operating temperature.

After completing all work, check the oil level with the engine at 
operating temperature after a trial run/road test.

Check the oil level with the motorcycle standing upright; if 
necessary, top up the oil to the MAX mark.

Technical data

Engine oil, specified level Between MIN 
and MAX marks 
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Engine oil

Product recommended by 
BMW Motorrad: BMW Motorrad
ADVANTEC Pro oil, SAE 15W-
50, API SJ / JASO MA2

83 12 2 405 891

(+) Adjusting valve clearance

(+) Visual inspection of hydraulic clutch system

(+) Checking front brake discs for wear

(+) Checking front brake pads for wear

(+) Checking brake-fluid level, front brakes

(+) Checking rear brake disc for wear

(+) Checking rear brake pads for wear

(+) Checking brake-fluid level, rear brakes

(+) Checking freedom of movement of Bowden cables and 
checking for kinks and chafing

(+) Checking tyre tread depth and tyre pressure

(+) Checking ease of movement of side stand

(+) Checking ease of movement of centre stand

(+) Checking security of threaded fasteners for centre stand

(+) Checking lights and signalling equipment

(+) Function test, engine start suppression

(+) Checking synchronisation

(+) Final inspection and check of roadworthiness

(+) Reading fault memory with BMW Motorrad diagnostic 
system

(+) BMW Confirm BMW service in on-board literature
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